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_ﬂ'
P -
i

T '-h_.
. '-_.d_-

STEP 1

First attach linksys Device to your router and alsaouter must be attached with computer with
Cat-5 or cat-6 cable. Attach one telephone set witthevice in line 1 or line 2

STEP 2

you must first determine what IP address is assigkto your device. To do this, you need to
pick up the phone attached to the Line 1 jack andidl:
**** (in other words pressstar key four times)
then dial: 110 #

and you will be told the IP Address of your devicée.g. 192.168.0.100)

STEP 3
Now open internet explorer in your computer and ergr the address:
http://<IP ADDRESS>
And Follow these instructions mention in yellow irboth lines line 1 and line 2

****when you enter in IP it will appear linksys configuration page click on ADMIN LOGIN
then click on SWITCH TO ADVANCE VIEW



Linksys PAP2 Configuration
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Info System

i Line Enable:
Streaming Audio Server

(SAS)

. SAS Enable

. SAS Inbound RTP
% Sink:

NAT Settings

7;; NAT Keep Alive Msg:

Network Settings

SIP TOS/DiffServ
Value:
RTP TOS/DiffServ
+ Value:

SIP Settings

. SIP Port:
EXT SIP Port:
SIP Proxy-Require:
SIP GUID:
RTP Log Intvl:

- Referor Bye Delay:
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Phone Adapter with 2 Ports for Voice-Over-IP

SIP  Provisioning

Regional

Line1 Line2 User1 User2

Advanced View (switch to basic view)

yes

no :

. NAT Mapping Enable:

SNOTIFY

ox68
0xb8

60 .

: no = v

Call Feature Settings

i Blind Attn-Xfer
Enable:

Xfer When Hangup
Conf:

Conference Bridge
i Ports:

Proxy and Registration

Proxy:

Outbound Proxy:
Register:

Register Expires:
Use DNS SRV:
Proxy Fallback Intvl:

: Voice Mail Server:
Subscriber Information
Display Name:

Password:

http://192.168.0.218/admin/advanced

(PROVIDED IP

[PASSWORD |

, Auth Resync-Reboot:

SASkDLG Refresh 30' i
Intvl: gl

NAT Keep Alive
Enable:

NAT Keep Alive Dest: $PRDXY

Network Jitter Level: hlgh

Jitter Buffer
Adjustment:

up and down

SIP 100REL Enable:

SIP Remote-Party-ID:

SIP Debug Option:

Restrict Source IP: no

Refer Target Bye 0
Delay:

Refer-To Target
Contact:

MOH Server:

Conference Bridge
URL:

Use Outbound Proxy: 1

Use OB Proxy In
Dialog:

Make Call Without
Reg: Tk
Ans Call Without Reg:

DNS SRV Auto Prefix:
Proxy Redundancy

Method: o

Mailbox Subscribe

Expires: 21 47483647

User ID: [USER NAME J
Use Auth ID: no
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